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INSTALLATION INSTRUCTIONS
All-Purpose Chest

Models 654, 664, 674 & 684 (Aluminum) • Models 655, 665, 675 & 685 (Steel)

IMPORTANT
BEFORE YOU BEGIN

Read these instructions and
warnings completely before
installation.

BOLT KITS

Bolt kit #32-0091 is provided with
your box. Check this bolt kit to be
sure the following parts are included:

Quan. Description

1 Installation Tool
1 5/16-18 x 2-1/4" Black Oxide

Hex Head Bolt
4 5/16-18 x 2-1/4" Hex Hd. Bolt
4 5/16-18 Nylon Lock Nut
8 5/16" Flat Washer
1 5/16-18 Blind Fastener
1 5/16" Lock Washer
4 Floor Spacer

*See back page
for Bolt Chart

TOOLS REQUIRED

• Electric Drill
• 3/8" and 1/2" Drill Bits
• 1/2" Open or Box End Wrench (2)
• 9/16" Open or Box End Wrench
• Hammer
• Center Punch
• Tape Measure
• Pencil or Marker
• Oil or Grease

DANGER

Danger of explosion. Do not use this product for storing or trans-
porting flammables, explosives, hazardous materials, or hazard-
ous waste, such as containers of gasoline, solvents, gun powder,
dynamite, propane tanks, acetylene tanks, cutting torches and gas
powered equipment. This product is only intended and safe for
use in storing and transporting small tools, equipment and other
similar materials. Any modifications made to, or unintended use
of this product, will create a hazardous condition that will cause
death, serious personal injury or property damage.

Figure 1
All-Purpose Chest

Approximate Installation time:
18 min. per unit (0.3 hrs.)

Depending on truck equipment
installation experience.

NOTE: Installation time will be
longer if you have a bedliner or
bedmat.
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       CAUTION

To keep debris out of your
eyes when drilling, always
wear protective eyewear.

NOTE: To prevent rust from
occurring, touch-up any
drilled holes.

      CAUTION

If installing this product in a truck with a bed liner, drill a 3/8" or larger
drain hole in each front corner of the bed liner, and a few spaced
evenly in between. This will prevent the bed liner from accumulating
water, which could leak into the box and possibly damage stored tools
and equipment.

    WARNING

Prior to drilling, so as not to
cut or puncture fuel tanks, fuel
lines, brake lines, electric
wires, etc., check under vehi-
cle for locations.

3"-4"

3"-4"

Frame Rails

"X"

1. Place box in vehicle and center.
Open cover to make sure there is no
interference with front of bed.

2. Choose two Ribs in truck bed to
mount box through, if possible, pick
ribs that are outside of Frame Rails.

3. Measure from middle of the ribs that
you have chosen, to end of box
(dimension "X" in figure 2).

4. Transfer that dimension to the in-
side of the box on both sides.

5. Mark a line 3" to 4" from front and
back edge of box.

NOTE: One Blind Fastener and one
5/16" Lock Washer have been pro-
vided for use in areas where standard
fasteners can't be used, such as heat
shields and support channels. In that
case, re-drill using a 1/2" dia. hole.

Drill 3/8" dia.
holes

INSTALLATION
INSTRUCTIONS

Figure 2
Marking holes

6. Drill 3/8" holes through box and
truck bed at marked locations. To
prevent the box from shifting while
drilling other holes, it may be helpful
to drill one hole and drop a Bolt
loosely in the hole, drill another, insert
a Bolt, until all holes are drilled.

7. Install Rubber Grommets into holes
in the box.

NOTE: A DROP OF OIL OR
GREASE SHOULD BE APPLIED TO
BOTH FACES OF GROMMETS BE-
FORE TIGHTENING THE FASTEN-
ERS TO PREVENT GROMMETS
FROM BINDING ON WASHERS.



3

      WARNING

All floor mounting bolts near the gas tank area should be installed
from the underside of the vehicle, to guard against the gas tank being
punctured in the event of a collision. This would mean not using
blind fasteners in this area. Holes in this area should be 3/8".

5/16" Flat Washer

5/16-18 Nylon Lock Nut

Floor rib

5/16" Flat Washer

Floor rib

5/16" x 1-1/4" HH Bolt

Rubber GrommetBoxSTYLE 1

5/16" Flat Washer

5/16" x 1-1/4" HH Bolt

Rubber GrommetFloor Spacer

Bedliner

Box
STYLE 2

5/16" Flat Washer

Installed Blind Fastener

5/16-18 Nylon Lock Nut

5/16" Lock Washer

Floor rib

5/16" x 1-1/4" HH Bolt

5/16" Flat Washer

Rubber GrommetBox

5/16" x 1-1/4" HH Bolt5/16" Lock Washer

STYLE 3

5/16" Flat Washer

Rubber Grommet
Floor Spacer

Bedliner

Floor rib
Installed Blind Fastener

STYLE 4

(Through bolting with no bedliner.)

(Through bolting with a bedliner.)

Drill 1" dia. clearance hole in bedliner
for Floor Spacer.

(Using a Blind Fastener with no
bedliner.)

See Blind Fastener installation proce-
dure on back page.

See Blind Fastener installation proce-
dure on back page.

Re-drill holes in truck bed to a 1/2" dia.

Drill 1" dia. clearance hole in bedliner
for Floor Spacer.

Re-drill holes in truck bed to a 1/2" dia.

CHOOSE THE MOUNTING STYLE(S) THAT FIT YOUR APPLICATION

USE THE BLIND FASTENER WHEN THROUGH BOLTING IS NOT POSSIBLE



If you have any questions, please give us a call. Call Toll Free 1-800-456-7865
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Bolt Chart
5/16-18

Nylon Lock Nut
5/16" Lock

Washer
5/16" Flat
Washer

5/16-18
Blind

Fastener

5/16-18 x 2-1/4"
Hex Hd. Bolt
Black Oxide

INSTALLATION PROCEDURE USING BLIND FASTENERS

           WARNING

Prior to drilling, so as not to
cut or puncture fuel tanks, fuel
lines, brake lines, electric
wires, etc., check under vehi-
cle for locations.

Any modification or unintended use of this product shall immediately void all manufacturers warranties.
Manufacturer disclaims all liability for injuries to persons or property resulting from any modification to, or
unintended use of this product.

5/16-18 x 1-1/4"
Hex Hd. Bolt

Floor Spacer

Black Oxide Bolt

Flat Washer

9/16” Wrench

Installation Tool

Blind Fastener

Place a drop of oil on the black oxide
bolt before assembling as shown on
right. Place the Blind Fastener in the
hole and use a 1/2” or 7/16” wrench to
tighten black hex bolt until the blind
fastener is fully seated. When setting
black hex bolt, it will start out hard.
As the Blind Fastener “bulbs” out it
will get easier, until it bottoms out or
sets. Make sure the Blind Fastener
and Installation Tool do not turn during
installation.


